
CITY OF NORTH LAS VEGAS 

FIRE PREVENTION 

 ACCESS GATE INSTALLATION GUIDELINE 
 

A construction permit is required for the installation of a gate that obstructs a fire 

apparatus access road per section 105.6.12 of the 2024 International Fire Code. Please 

complete and upload a fire protection application and any other required documents to 

the Permit Application Center. 

 

APPLICABLE CODES:  

 

The following codes and standards apply to this permit.  

 

• International Fire Code, 2024 edition, section 503.6 as amended 

 

• North Las Vegas Fire Code Amendments, 2024 edition   

 
This guideline was developed in an effort to assist those responsible for preparing and 

submitting a permit for an access gate across a fire apparatus access road. This 

submittal guideline is not all inclusive, nor does it limit to the extent of the information 

which may be necessary to properly evaluate the submitted plans and documents. Not 

all items may apply to your project. 

1. Access Gates: The installation of access gates across a fire apparatus access road 

shall be approved by the fire code official. Where access gates are installed, they 

shall have an approved means of emergency operation. The access gates and the 

emergency operation shall be maintained operational at all times. The minimum 

clear opening width shall be 20 feet. Electric gate operators, where provided, shall 

be listed in accordance with UL 325. Gates intended for automatic operation shall be 

designed, constructed, and installed to comply with the requirements of ASTM 

F2200. 

 

2. General: Fire apparatus access roads that are secured by gates shall comply with 

the specifications of the Fire Department. 

 

3. Electronically Controlled Gates: Electronically controlled gates shall be provided 

with the following in accordance with the rules and regulations specified by the Fire 

Department: 

 

 1. An approved vehicle detector/receiver system.  

2. An approved key switch override configured as a two-position toggle switch when 

required by the fire code official.  

Access gates shall be maintained operational at all times. When electronically 

controlled gates are out of service, they shall be secured in the open position until 

repairs are complete. Repairs shall be in accordance with original specifications.  

 

 



Exception: When approved by the fire code official, electronically controlled gates 

that are manned on a 24-hour basis. When required by the fire code official, the 

installing contractor or the owner of the property shall provide the Fire Department 

transmitter(s) or approved alternative without cost to the Fire Department. The fire 

code official may provide transmitter(s), at no cost to the Fire Department, to local 

law enforcement agencies and/or an ambulance service for use in emergencies. 

4. Existing Facilities: All existing facilities with gates installed across access roads 

shall comply with Fire department guidelines. Non-complying gates shall be secured 

in the open position in a manner approved by the Fire Department and/or fire code 

official.  

 

Exception: Gates securing sensitive facilities operated by a public utility governed 

by the Nevada Public Service Commission, a State of Nevada charter, or other 

public franchise, shall not be required to be secured in the open position. 

 

5. Operational Testing: An operational test shall be requested by the installing 

contractor and shall be conducted prior to placing the system into operation to 

establish that the final installation complies with this code, the specified design, and 

is functioning properly. 

 

6. Plans and Specification: Plans and specifications for fire apparatus access road 

gates shall be submitted for review and approval prior to construction. The following 

information shall be included in the submittal: 

 

1. Site plan with north arrow, roadway and gate dimensions 

2. Location of underground roadway detector loop, and green marker, if applicable  

3. Manufacturers’ specification sheets detailing the voltage, current, radio 

frequency, power cable and coding for the proposed system, if applicable  

4. Contractor’s statement of compatibility with existing installations 

5. Detailed vicinity map.  

6. Approved civil plans showing gate and hydrant location(s). 
 

 

 

 

 

 

   

 


