CITY OF NORTH LAS VEGAS
FIRE PREVENTION
FIRE SPRINKLER MODIFICATION
SUBMITTAL GUIDELINE

A fire permit is required for all sprinkler additions, demolition, or modifications to an
existing automatic fire sprinkler system. A letter in lieu of plans may be submitted if the
project consists of 10 sprinkler heads or less, excluding new flex drop installations that
would require a plan and hydraulic calculations. Depending on the scope of the project,
a set of plans may still be required. For any project consisting of more than 10 sprinkler
heads, a plan will need to be submitted.

For any questions, contact a Fire Protection Specialist. Please complete and upload a
fire protection application and any other required submittal documents to the Permit
Application Center.

APPLICABLE CODES:

The following codes and standards apply to this permit.

« Standard for the Installation of Sprinklers Systems, NFPA 13, 13D, 13R 2022 edition
* International Fire Code, 2024 edition

* North Las Vegas Fire Code Amendments, 2024 edition

This guideline was developed in an effort to assist those responsible for preparing and
submitting a permit for a tenant improvement that involves the addition, demolition, or
modification to and existing automatic sprinkler system. This submittal guideline is not
all inclusive, nor does it limit to the extent of the information which may be necessary to
properly evaluate the submitted plans and documents. Not all items may apply to your
project.

1. A Letter to include the following:
a. Name and address of property.
b. Contractor’s contact information and license number.
c. Detailed scope of work to include room hame and numbers.
d. The number of heads being added, moved or replaced.
e. Area of where the work is taking place including room name and numbers.
f.  Manufacturer's make and model number for all sprinklers and related equipment.

2. Letter to be signed by the contractor’s Master or Qualified employee and the
Licensee name, Nevada State Fire Marshal number and signhature.

3. Material Data
a. Provide manufacturer’s specification sheets for all components installed.



